
 
 
 PRODUCT DATA AND APPLICATION SHEET 

PRODUCT NAME Weatherproof Socket Outlet 

 

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

FEATURES 

 

and bottom entry, 20mm side entries. 

• Double socket outlet mounting base comes with standard 1 x 20mm side entry, 2 x 
20mm front entry, 2 x 25mm conduit side entries and 25mm conduit cut out on base.   

• Parts including are conduit plug and screw caps.   

 Screw cap must be fitted to ensure IP Rating 

 

 

            

PRODUCT CODE WPS210 , WPSS110

• Surface mounted weather protected switch (IP53) 

• Single and double socket outlet 250V 10Amp 

• Each switch supplied with surface mounting box 

• Single socket outlet mounting base comes with standard 25mm screwed conduit top 

• All outer molding is impact resistant 

DESCRIPTION 
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Typewritten text
Rated IP53 and constructed from heavy-duty plastics, Elcop's weatherproof  powerpoints are designed to resist corrosion, colour fading and impact making it suitable for exterior use.There is no cable inside the large terminals allowing for easier and quicker installations.The switch and sockets are rated at 240 volt 10amp and the stylish mounting base is fitted with multiple 20 and 25mm conduit entry points to all sides and the rear, making it adaptable to surface or concealed wiring entry.These top quality weatherproof GPOs come with full Australian approvals and a 4 Year Warranty.


